
INTRINSICALLY SAFE ALARM BOX
 

Gizmo 2257 County Rd. 4, bldg #3 | Stanley, NY 14561  |  www.drumalarm.com  |  585-301-0970

Battery powered alarm for hazardous locations 
responds to a contact close with a 
loud buzzer and flashing LED.

Engineering

Model IS-AB is a rugged alarm box that 
can be installed in minutes with no wiring.  
Just connect the battery and wire to your 
input. 

OPERATION 
When the alarm box receives a contact 
close or open, it responds with a 102dB 
warbling alarm and flashing LED.  Used 
with float switches, temperature switches 
and other sensors and controllers.  

FEATURES 
Lithium battery included lasts for many 
years - 20-year shelf life. 

Class 1, Div. 1. groups C and/or D, T4.  60079-0 and 
60079-11. 

Waterproof.  Suitable for wash-down duty and outdoor 
use.  IP65. 

Accepts up to 3 inputs, N.O. or N.C. 

Optional relay output. 

Many behavior modes are selectable in the field using 
switches located inside the box. (repeating alarm, button 
turns off buzzer and LED for tank filling,, etc) 

Lithium battery is replaceable in the field.  Lasts for 
years.  Low battery alert. 

MORE INFORMATION 
Product webpage at: 
http://drumalarm.com/intrinsically-safe-alarm.html 
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